MANUAL OF USE AND MAINTENANCE

6.2 IECEXx Certificate

IECEX Certificate
of Conformity

INTERNATIONAL ELECTROTECHNICAL COMMISSION
IEC Certification System for Explosive Atmospheres
for rules and details of the IECEx Scheme visit www.iecex.com

Certificate No.: IECEXx FIDI 21.0005 Page 1 of 4 Certificate history:
Status: Current Issue No: 0

Date of Issue: 2021-05-05

Applicant: LOGIC S.r.l.

Via del Tovo, 5/3
Travaco Siccomario 27020
Italy

Equipment: Industrial PC with Exi safety barrier; Model: PCL-X-10.1-*-*-(BLT)-(GMP) with Bluetooth module; PCL-X-10.1-*-*-
(WF)-(GMP) with WiFi module

Optional accessory:
Type of Protection: Powder filling "q"; Increased safety "eb"; Intrinsic safety "ia"; Protection by enclosure "tb"

Marking: Ex eb q[ia Ga] lIC T5...T4 Gb
Ex tb [ia Da] llIC T95°C ...T130°C Db

Approved for issue on behalf of the IECEx Marino Kelava
Certification Body:

Position: Certification Signatory

Signature:
(for printed version)

Date:

1. This certificate and schedule may only be reproduced in full.
2. This certificate is not transferable and remains the property of the issuing body.
3. The Status and authenticity of this certificate may be verified by visiting www.iecex.com or use of this QR Code.

Certificate issued by:

Fiditas Ltd 1 H

Karlovacka cesta 197 FI d It a S
Zagreb-Luéko HR-10250 explosion safety solutions
Croatia
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IECEX Certificate
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Certificate No.: IECEXx FIDI 21.0005 Page 2 of 4
Date of issue: 2021-05-05 Issue No: 0
Manufacturer: LOGIC S.r.l.

Via del Tovo, 5/3

Travaco Siccomario 27020

Italy
Additional
manufacturing
locations:

This certificate is issued as verification that a sample(s), representative of production, was assessed and tested and found to comply with the
|IEC Standard list below and that the manufacturer's quality system, relating to the Ex products covered by this certificate, was assessed and
found to comply with the IECEx Quality system requirements.This certificate is granted subject to the conditions as set out in IECEx Scheme
Rules, IECEx 02 and Operational Documents as amended

STANDARDS :
The equipment and any acceptable variations to it specified in the schedule of this certificate and the identified documents, was found
to comply with the following standards

IEC 60079-0:2017 Explosive atmospheres - Part 0: Equipment - General requirements
Edition:7.0

IEC 60079-11:2011  Explosive atmospheres - Part 11: Equipment protection by intrinsic safety "i"
Edition:6.0

IEC 60079-31:2013  Explosive atmospheres - Part 31: Equipment dust ignition protection by enclosure "t"
Edition:2

IEC 60079-5:2015 Explosive atmospheres —Part 5: Equipment protection by powder filling “q”
Edition:4.0

IEC 60079-7:2017 Explosive atmospheres - Part 7: Equipment protection by increased safety "e"
Edition:5.1

This Certificate does not indicate compliance with safety and performance requirements
other than those expressly included in the Standards listed above.

TEST & ASSESSMENT REPORTS:
A sample(s) of the equipment listed has successfully met the examination and test requirements as recorded in:

Test Report:
HR/FIDI/ExTR21.0001/00

Quality Assessment Report:

DE/EPS/QAR20.0004/01
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Certificate No.: IECEx FIDI 21.0005 Page 3 of 4
Date of issue: 2021-05-05 Issue No: 0
EQUIPMENT:

Equipment and systems covered by this Certificate are as follows:

PLC-X-10.1 equipment series are industrial PCs with 10.1” display suitable for use in hazardous area EPL Gb/Db.

PCL-X-10.1 equipment series are equipped with a capacitive touch screen for user interaction, a capacitive button for equipment power on
and terminal boards for Ex e/Ex i connections. For the enclosure following types of protection are implemented: increased safety protection
(Ex eb), powder filling protection (Ex q) and protection by enclosure (Ex tb).

Terminal boards includes following functions:

* N. 1 “Ex eb” connection for 24 Vdc power supply

* N. 2 x 4-wire “Ex eb” connections for Ethernet or alternatively n. 1 x 8-wire “Ex eb” Gigabit Ethernet

*N. 2 “Ex eb” USB or alternatively n. 1 USB and n. 1 RS485

« N. 5 intrinsically safe digital inputs and n. 2 intrinsically safe digital outputs with embedded galvanically insulated “[ia]” barriers.

*N. 5 “Ex eb” normally open contacts that repeats intrinsically safe digital inputs status and n. 2 “Ex eb” 24 Vdc inputs to switch “Ex i” digital
outputs PCL-X-10.1 may optionally contain, in “Ex q” enclosure, Bluetooth or Wifi radiofrequency modules, whose limits of radiated power and
frequency comply with requirements of IEC 60079-0.

Technical data
Power Supply: Terminal board TB2:

Terminals 1-2

Um 250 Vac
Un 24 Vdc + 10%
33W
Pn(*) 42w
28 W

* See allowable ambient temperature range

“Ex e” Terminals:

Terminal Board TB1: Ethernet Port - Terminals 1...8,
USB1/RS485 - Terminals 9...12,
USB2 — Terminals 13...16

Terminal Board TB2: N.O. Contacts - Terminals 17-18, 19-20, 21-22, 23-24, 25-26,
24 Vd.c Input - Terminals 27-28, 29-30

Maximum rated voltage 32 Vdc

2 Afor T4, T130°C

Imax
1.6 Afor T5, T95°C

SPECIFIC CONDITIONS OF USE: NO

LOGIC S.r.l. - MO149Ab.docx

Mod. LOOOBEXAO3 del 23/01/2017

Page 40 of 43



MANUAL OF USE AND MAINTENANCE

.TM

IECEX Certificate
of Conformity

Equipment (continued):

Technical data (Continued)

"Ex i” Electrical Parameters:

Certificate No.: IECEX FIDI 21.0005

Date of issue: 2021-05-05

Page 4 of 4

Issue No: 0

Terminal board TB3: Digital I/O - Terminals 1-2, 3-4, 5-6, 7-8, 9-10, 11-12, 13-14, 15-16

Uo 9.56 V

lo 49.1 mA

Po 117 mW

Co 3.6 uF

Lo 7.39 mH
Lo/Ro 303.38 pH/Q

Warning Markings:

Warning: “The enclosure is factory sealed — Do not open - Consult manufacturer for repair”
Warning: “Do not open when energized”

Temperature class/Tmax and Ambient temperature relationship:
Temperature Class T4, T130°C Tamb: -10 + +55°C for up to 33W of total dissipated power

Temperature Class T4, T130°C Tamb: -10 + +50°C for up to 42W of total dissipated power
Temperature Class T5, T95°C  Tamb:-10 + +40°C for up to 28W of total dissipated power
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